
LXV Technical Specifications 
 
 
Audio/Video Input 
Video Input: 4-HD-SDI; 4-RJ45 (PoE); 1-VGA; 2-HDMI 
Audio Input: 2-RCA, 1 Optical (Toslink) 
 
 
Audio/Video Output 
Video Output: 1-HDMI; 1-VGA 
Audio Output: 1-3.5mm (Headphone/Powered Speakers); 4-Line Level (Terminal Block) 
 
 
Encoding Parameter 
Video Compression Standard: H.264 High-profile: MP4/TS 
Transmission Rate: 132Kbps-8Mbps 
Resolution: Scalable 1080P; 720P; D1 
Audio Compression Standard: AAC 48KHZ 
 
 
Configuration 
Backup: Hard-Disc 1TB SATA  
Display: 21.5-inch LED 
Optical Drives: 2-DVD ROM 
 
 
Interface 
Network Interface: 4-RJ45 10M/100M Adaptive 
Control Interface: 1-RS-485; 1-RS-232 
USB Interface: 2-USB 2.0; 2-USB 3.0 (Video Download or External Mouse/Keyboard) 
RS-232 Remote Controller: (Optional) 
 
 
Generic Specification 
Input Voltage: 120-230VAC 
Operating Temperature: -10°C ~ 60°C 
Humidity Tolerance: 0 ~ 95% 
Power Consumption: Less than 85W 
Dimensions: (Recorder) 559mm (L) x 381mm(W) x 89mm(H) 
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